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Lifting implement

Pallet forks Big bag lifter

Big bag lifter	
	 Weight	 118 kg

	 Max. load	 800 kg

	 Widht	 120 cm

	 Height	 170 cm

The upper profile is made in one piece. This profile 
with holes for lateral adjustment provides robust 
securing of the forks. The load is distributed over a 
large area thanks to the wide load-bearing surfaces 
of the forks. With this special 
design, breaks in the arm are 
avoided and you get to operate 
a very stable fork that does not 
“dangle”. The forks are natu-
rally approved with a large 
safety margin.

For safe handling of large bags. The 
height of the hook above the ground is 
normally the same as when the bot-
tom of the large bags is level with 
the lowest point of the front 
loader when the bags are 
hanging from the big bag lif-
ter. Note the practical benefit 
of having the hook bent to the 
side. The hook can easily be 
seen from the driver’s seat.

Log grab attachment

Bale spike (one short and one long tine). For instal-
lation on the pallet fork subframe.

Suitable for 1,000 kg, 1,600 kg 
and 2,500 kg fork kits.

Weight	 24 kg	

	 Weight	 85 kg	

Accessories - Pallet forks

Accessories

3-point linkage
This implement can be used like the tractor’s 3-point 
linkage to help move some implements around the 
farm. Available with either Euro or SMS hooks.

Counter-weight

Weight	 78 kg	

The counter weight is an extremely useful piece 
of equipment to properly ballast your machine to 
maintain weight on the tractor’s rear axle.

The counter-weight increases the stability for the 
tractor-loader unit. Connecting and disconnecting of 
the counter-weight is made very easily with help  
of the attached coupling axle, which has a bracket that 
prevents the weight from coming off during work.

Bale spike

Pallet forks		

		  1,000 kg	1,600 kg	2,500 kg	
	 Weight	 122 kg	 160 kg	 170 kg	

	 Max. load	 1,000 kg	 1,600 kg	 2,500 kg	

	 Width	 140 cm	 140 cm	 140 cm	

	 Fork		

	 length	 97 cm	 97 cm	 120 cm	

	 Fork heigth	 50 cm	 92 cm	 95 cm	

	 Fork type	 profile	 wrought	 wrought	

				  

The counter-weight is 
available in two sizes 
and is always delivered empty. 

	Weight, empty	 Weight, filled 

		  (not factory filled)

	 186 kg	 800 kg with concrete

	 202 kg	 1000-1200 kg with concrete

NB: filled weight can be increased with metal
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Your security first and foremost

A loader’s service life and efficiency increase if it has access to good service. When you choose a Quicke 
loader, you have a strong global organisation behind you.

In recent years we have invested even more in building up a comprehensive service network. In order to 
provide you with the best possible back-up, the entire organisation works towards a single goal: 100 % 
customer satisfaction.

• Absolute customer focus. In order to support you as a customer, we have built up procedures that ensure all departments in our 
organisation concentrate on your needs.

• Proximity. Our world-leading distribution network is guaranteed to be close to you, no matter where you are.

• Extensive spare parts network. Spare parts are available from our subsidiary companies and from major Quicke representatives 
all over the world.

• Rapid assistance on the web. Via Internet you have access to spare parts information, instructions and other vital information.

• Global technical support. As a Quicke customer, you always have access to rapid technical support. All over the world, our rep-
resentatives can provide knowledgeable and appropriate service. 

• Continuous follow-up. Your opinions and suggestions for improvements to our product range are gathered up and processed 
centrally. This process acts as a valuable foundation when we develop new loaders, implements and subframes. The new Quicke 
Dimension is the fruit of close co-operation with users all over the world!
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Some front loaders in this brochure are fitted with extra equipment. Certain products may be optional extra equipment. Some of the products are not available on all markets. Working with front loaders and 
accompanying implements is not without risk. Serious injuries to people and damage to materials can occur in the event of incorrectly carried out work. Show consideration to your surroundings, use com-
mon sense and comply with local laws and regulations. Always read carefully through the instruction manual supplied. Only use original spare parts and accessories. Ålö’s product range is continually being 

developed. We reserve the right at any time to alter specifications, prices and versions with no obligation on our part.
®, ™ Trademarks of Ålö AB.

Ålö AB, SE 901 37 Umeå, Sweden 
Tel: +46 (0)90-17 05 00. Fax: +46 (0)90-17 05 99 

www.alo.se
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